SPECIAL NOTE:

"'”I.NSTALL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO
TRAVEL WAY FOR INSTALLATION OF NON-INVASIVE PROBES.

| EXTEND CONDUIT A MINIMUM OF 2 IN. AND MAXIMUM OF 3 IN.
- INTO HANDHOLE.

ROSEWICK ROAD IS ASSUMED TO o
RUN IN AN EAST-WEST DIRECTION

| | |  RIGHT-OF-WAY LINE
CONSTRUCTION DETAILS -

A. INSTALL CONCRETE FOUNDATION WITH A 16.5 FT. (15'-0" T) STEEL POLE WITH A 70 FT. MAST,
TRAFFIC SIGNAL HEADS., SIGNS AND VIDEO DETECTION CAMERA MOUNTED ON MAST ARM. (INSTALL

. 1-2 IN. AND 1-4 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN POLE BASE).
‘B. INSTALL CONCRETE FOUNDATION WITH A 21 FT. STEEL POLE WITH A 60 FT. MAST ARM.,

TRAFFIC
- SIGNAL HEADS, SIGNS., COUNTDOWN PEDESTRIAN SIGNAL HEAD AND VIDEQ DETECTION CAMERA

MOUNTED ON MAST ARM. (INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL
CONDUIT BENDS IN POLE BASE).

C. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A 50 FT. MAST ARM,
- TRAFFIC SIGNAL HEADS. SIGNS, VIDEO DETECTION CAMERA MOUNTED ON MAST ARM AND
- 15 FT. STREET LIGHTING ARM WITH A 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE.
g&NgéﬁkLB;gé)lN. AND 1-4 IN. SCHEDULE 80, 30 DEGREE PVC ELECTRICAL CONDUIT BENDS
'D.. INSTALL NEMA.SIZE “6” BASE MOUNTED CONTROLLER AND CABINET WITH CONCRETE PAD.

(INSTALL 2-2 IN. AND 2-4 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT
BENDS IN CABINET BASE.) : -

E. INSTALL HANDHOLE.

ET 15P-02 151641718

562

. ' gégléﬁo RY ;3:-1?::
i A —
150 | PRIMARY 30'~- 0
..:--..:-.:.-...: .................. . _ 32.51
A S-S B S LR RS R S St S Mt ututhy whpuutr Ao sodvar wivbvars -

---—...___‘-__’“

PROPOSED
SIGNS

" [Washington™]

D=-3¢1) (DUAL FACED)
(VARIABLE x 16}

19,20,21.,22

" Rosewick m’]l

D=-3(1) (DUAL FACED)
(VARIABLE x 16%)

{1}
x 15"

R10-3(1) R10-3
9" % 15" 9

RIGHT-OF-WAY LINE

12"/8" @

LEGEND OF UNDERGROLND
AND OVERHEAD UTILITIES

AERIAL CABLE s

ELECTRICAL e

~ TELEPHONE T

N » GAS o

~. - | SEWER 55—

~\ | STORM DRAIN »

| “ WATER "

8 oy ~. CABLE TV v

R
e i iny
- e e e I N e
e

==

e e DD
e ]
ek —

- s — e .
- I e e A ot b b Tae -, W

-3 [ p——
T e - e e . R N DT
e e s e — v . =i
O D e o o
T e i

—— ——al R In =
——— R
o e o=
T e e G . . e =

I m
il

o o —
-t e i
— ke

i ol

Up |

© RIGHT-OF

-WAY LINE

-CGNSTRUCT ION DETAILS

_INSTALL CONCRETE FOUNDATION WITH A 27 FT. MAST ARM.

STEEL POLE WITH A 60 FT.
TRAFFIC SIGNAL HEADS. SIGNS, COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE

PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) [SABLE .. 23.-8,
SIGN. (SIGN TO READ “PUSH BUTTON TO CROSS WASHINGTON AVE.“) AND VIDEQ DETECTION |BRimamc.. 37’
CAMERA MOUNTED ON MAST ARM AND 15 FT. STREET LIGHTING ARM WITH A 250 WATT

= 4.

HIGH PRESSURE SODIUM VAPOR LUMINAIRE. (INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80.
90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN POLE BASE).

INSTALL NON~INVASIVE MICROLOCP PROBE SET WITH 500 FT. LEAD-IN IN PROPOSED
3 IN. CONDUIT.

INSTALL NON-INVASIVE MICROLOCP PROBE SET WITH 1,000 FT. LEAD-IN IN PROPOSED
3 IN. CONDUIT. '

INSTALL 2 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED).

- INSTALL DETECTABLE WARNING SURFACE (STANDARD NO. MD 655.40).

INSTALL 3 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT - BORED.
INSTALL 4 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT - TRENCHED.
INSTALL 4 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT - BORED.
INSTALL 4 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED) FOCR
PROPOSED UNDERGROUND ELECTRICAL SERVICE. CAP AND MARK CONDUITS 2 FT. ABOVE
GRADE AT UTILITY POLE FOR USE BY OTHERS.

 INSTALL 12 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT
MARKING (CROSSWALK). AT

INSTALL 24 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT
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PROPOSED SIGNAL EQUIPMENT.
SHALL C
« VIDEO CAMERA LOCATION /

WHEELCHAIR REACHING LESS THAN 18“ FRO
3 %thfo?F LESS THAN OR EQUAL TOQ 2%.

TO FAC .
10.PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR _WHICH THEY ARE INTENDED.
11.LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEE] LOCATION REQUIREMENTS
OF MUTCD SEC, 4E.09 AND FIG. 4E-2 AND_THE NCHRP PUBLICATICN., A
CE". IF NOT MET, THE CONTRACTOR IS TO STO
UNTIL A DESIGN WAIVER IS OBTAINED. APPROVED BY THE DIRE
12, INSTALL CONDUIT PRIOR TO THE INSTALLATION OF PAVEMENT MARKI

TOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALK

GUIDE TO BEST PRACTI

13.THE CONTRAC
OF SIGNAL EQUIPMENT

ETED UNTIL INSTALLATION OF
SHALL NOTIFY OTHER CONTRACTORS OF THIS

. SHEETS P .
801 South Caroline Street - 16.REFER _TO SIGNING AND MARKING PLANS FOR INSTALLATION OF W3-3., D-3(2) AND D95-25 SIGNS.
- NEWT PANEL AND FLAGS TO BE REMOVED AFTER 90 DAYS OF SI
- 17.REFER TO SHEET TSP-2 FOR RAMP DETAILS. :

PROPOSED
SIGNAL HEADS

104,7410 2.5:8.11 3+6.9.12 13,14

ONERONN
1 v
OO

12" "
2 12" STGNAL

PROPOSED VIDEO
DETECTION CAMERA

ﬁlttD’ Csd

—{V

VIDEO ZONE
DETECTION

-—
- -
-
—
-
- Cad
-
T -
e
-l
— T -
0T - -~
- —
— o
R
-

EWALK
N PRO

\

GENERAL NOTES \

1. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE
FOR CLOSED SECTIONS. HIGHEST RUADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES
AS SPECIFIED IN MD 81 + MD 818.02, MD 818
ULTIMATE GRADES PRIOR TQ THE INSTALLATION OF ALL SIGNAL EQUIPMENT ,

. 2. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALL ING

: IF ANY UTILITY CONFLICTS SHOULD ARISE THE CONTRACTOR

* ] 8 *

ONTACT THE PROJECT ENGINEER

INSTALLA

OF PUSHBUTTON. NOT _CENTER TO CENTER OF POLE

Y

GM# VC103-6-035

(o) () COUNTDOMN

PEDESTRIAN

.04. THE CO
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FLASHING
GPERATION

PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOTV OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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ALIGNING SHALL BE COORDINATED WITH THE_SHA ENGINEER.
;Q%OCUNTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS

R TO TION.
5. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE
—._ SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL
6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING
APPRCPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE

7. THE CONTRACTOR SHALL NOT CUT MAST ARM AS INDICATED ON PLANS UNTIL MAST ARM POLE
LOCATION IS FINALIZED.

8. PUSHBUTTONS ARE TO BE _LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A
M A 607 x 60” LEVEL LANDING AREA WITH A CROSS

e SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF PUSHBUTTON

"ALL SIGNAL CABLE TO THE

WG
15.FOR_ANY ADDITIONAL ROADWAY IMPROVEMENTS WITHIN THE INTERSECTION REFER TO
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NTRACTOR SHALL VERIFY

SHA NO:BW407M84
ROSEWICK
RD@WASHINGTON RD;
CHARLES COUNTY

CCESSIBLE PEDESTRIAN SIGNALS:
P WORK ON PUSHBUTTON LOCATIONS
NGgFFICE CF TRAFFIC AND SAFETY
S CAUSED BY THE INSTALLATICON

14.THE SIGNAL CONTRACTOR SHALL DETERMINE IF ANY WORK BY OTHER CONTRACTORS CAN NOT BE
OMP OF SIGNAL EOgéPMENT IS COMPLETE. THE SIGNAL CONTRACTOR

s

NOTE

{ [3] REDLINE. NO. 3
7/31/2008

GNAL BECOMING OPERATIONAL.

PROFESSIONAL CERTIFICATION. | HEREBY CERTIFY
THAT THESE DOCUMENTS WERE PREPARED OR

APPROVED BY ME. AND THAT 1 A A DULY LICENSED :
THE STATE OF

UCENSE NG, EXPIRATION DATE: -

| PGM# VCI03-8-035 | TSP-1
o : :
o REVISIONS APPROVALS ' :
INSTALL ‘24 IN. WHITE ! o 5  \@® MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
T JRATEIC BARALCR v s, TS o BRgUIDE POSTS AT 3 SPAcIMG. MTTAGH T0 xS ; b7l e NP Offlos of Traffic & Safety
. . ' . _ o % | ! | ] | “TEAM LEADER - TRAFFIC ENGRNEERING DESIGN DIVISKON : '
_.INSTALL_BASE MOUNTED METERED SERVICE PEDESTAL WITH 2-2 IN. AND 1-4 IN. SCHEDULE 80, : _ TRAFFIC ENGINEERING DESIGN DIVISION
?SSQEEEE% ?XC ggﬁggéziieggDsPéEYSEE&EETéhLEQ?gé ELECTRICAL CONDUIT -~ TRENCHED | /// TRAFFIC SIGNALIZATION PLAN
FOR_PROPOSED UNDERGROUND ELECTRICAL SERVICE. LOCATE ONE I KSST. TRAFFIC ENONEERIG s | - ~ |
PR R S B o Sl oo U TR Bow L » ROSEWICK ROAD AND WASHINGTON AVENUE
GRADE AT UTILITY POLE FOR USE BY JTHERS. ’ “ | /-f‘w oo il La Plata, Maryland | |
INSTALL 3 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT - TRENCHED. I | I | | CHEEF, TRAFFIC Encmaemncﬂaﬁ;;ﬁad/ DRAWN BY: S.BLOSS £ AP. NO SEE TITLE SHEET TS NO
INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE (CUT TO 5 FT.) WITH WITH MODIFIED ) y o= SheTe e 4643
BREAKAWAY BASE STANDARD NO. MD 801.01-01. AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON. INSTALLED WITH : __ /9//{ CHECKED BY: M. LEARY S.H.A.NO. _SEE TITLE SHEET SHEET NO.
VIBRATING ARROW POINTING LEFT AND R10-3(1) SIGN. (SIGN TO READ “PUSH BUTTON TG CROSS WASHINGTON SEE SPECIAL NOTE : N SCALE: I'= 20 | COUNTY: CHARLES T.1.M.S. NO. _
. AVE.”). (INSTALL 1-3 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). . ! ' l l | ! | DIRECTOR, TRAFFIC & SAFETY foaTe: 2/21/2008 LOG MILE:  OBCR0OS00.00 HE600 127 OF 158 |
' o ' o : ' ' ' m:\41023a\tspOiwash._ph2ri.dgn.




